i i tel 


INDUSTRIAL HAND TRUCKS ©— Catalog T-70 





Fairbanks 
( GiIrpankKs 
INCORPORATED 1891 




















AND 


FLOOR TRUCK 


MANUFACTURER'S ASSOCIATION 















VALVE PLANT — Binghamton, N.Y. 


Manufacturing a complete line of 
Industrial Bronze and Iron Valves. 


TRUCK, CASTER AND 
WHEEL PLANT — Rome, Georgia 


Manufacturing a complete line of 
Industrial Trucks, Casters and Wheels. 


THE 





Incorporated 1891 


EXECUTIVE OFFICES: 2 Glenwood Avenue, Binghamton, N.Y. 
13902, Area Code 607 — 729-2251 


BRANCH OFFICES AND WAREHOUSES: 


Boston: 767-A Concord Avenue, Cambridge, Mass. 02138, Area 
Code 617 — 876-9500 

Chicago: 2600 South Throop Street, Chicago, Illinois 60608, Area 
Code 312 — 225-3600 

Dallas: 1548 Edison Street, Dallas, Texas 75207, Area Code 214 — 
747-9427 





= ® 
Fairbanks coves, 


Los Angeles: Fairbanks Manufacturing Company Division, 4695 
East 48th Street, Los Angeles, California 90058, Area Code 213 
— 583.4611 

New York: 4200 West Side Avenue, North Bergen, N.J. 07047, Area 
Code 201 — 866-2111 

Pittsburgh: Muriel & So. 11th Streets, Pittsburgh, Pa. 15203, Area 
Code 412 — 431-7055 

Southern Area: 202 Division Street, Rome, Georgia 30161, Area 
Code 404 — 234-6701 








® 


Fairbanks 
TWO WHEEL HAND TRUCKS 


RECOMMENDED AVERAGE LOAD RATINGS* 


*Load ratings given are for trucks Caster and Floor Truck Manufacturers capacity of the truck or the wheel but 
equipped with Vulcanized Rubber Association. CFTMA load ratings are are the recommended loads that the 
Tired, Roller Bearing, Wheels unless established as a guide for ease of average individual can comfortably 
noted otherwise. Load ratings of | movement. Therefore, truck load handle on the particular truck. 


trucks are based on Standards of the ratings are not an indication of the 
Up to Up to Up to 
900 Lbs. 1000 Lbs. | 1500 Lbs. 


9272-4 


9301-4 





Up to Up to 
700 Lbs. 800 Lbs. 


Up to Up to Up to Up to 
200 Lbs. 250 Lbs. 400 Lbs. 500 Lbs. 


Figure 
Number 











SERIES ‘‘9000’’ STEEL-FRAMED TRUCKS 


9272 9272-1 9272-2 
9301 9301-1 9301-2 


9201 9201-1 9201-2 
9207-1 9207-2 


9272-3 
9301-3 


9201-3 
9207-3 
92172 


9207 | 

9217 i pf 9217-1 
9278 
9213 
9202 
9203 
C-110 
C-112 
C-114 
A-1448 
B-3075 
C-1445 


9213-4 9213-5 


eit 
C-112-10 
C-114-10 
A-1448-10 


C-114-6 C-114-8 


A-1448-8 


C-112-6 C-112-8 


A-1448-6 


+ 


C-14457 | C-1445-67 


C-679 


ee 


es 
> 
er 
es 
a 
ee 
re 


LEVER DOLLIES LOAD RATINGS FURNISHED WITH SPECIFICATIONS 


ss en 
A-3611 ee es ee es 
+ Solid Rubber Wheel. tt? Semi-Pneumatic Wheel. 
Z +7 Steel Wheel. t Semi-Steel Wheel. 





© Copyright 1960, 1969, The Fairbanks Company 


PLATFORM HAND TRUCKS 


RECOMMENDED AVERAGE LOAD RATINGS* — DISTRIBUTED LOAD 


*Load ratings given are for trucks 
equipped with Vulcanized Rubber 
Tired, Roller Bearing, Wheels unless 
noted otherwise. Load ratings of 
trucks are based on Standards of the 


Caster and Floor Truck Manufacturers 
Association. CFTMA load ratings are 
established as a guide for ease of 
movement. Therefore, truck load 
ratings are not an indication of the 


capacity of the truck or the wheel but 
are the recommended loads that the 
average individual can comfortably 
handle on the particular truck. 
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INTRODUCTION 


This catalog illustrates and describes the popular 
Two Wheel and Platform Hand Trucks manu- 
factured by The Fairbanks Company. Since 1891 
these Trucks have established the Fairbanks repu- 
tation for quality products by the outstanding 
service that they have given in leading industrial 
plants, warehouses, transportation companies, 
stevedore operations, retail stores, contractors and 


institutions throughout the country. 

The Fairbanks Company is fully equipped and 
prepared to make special units to your specifi- 
cations. 

Complete information, including specifications, 
on Fairbanks Casters and Wheels is given in a 
separate catalog, copies of which are available on 
request. 


TERMS AND CONDITIONS OF SALE 








1. This Catalog supersedes all pre- 
vious issues. 


2. Prices, materials and designs 
are subject to change without 
notice. 


3. Quotations are made for im- 
mediate acceptance and are sub- 
ject to change without notice. 
Every effort will be made to keep 
our Customers informed regarding 
price changes. Stenographic or 
clerical errors are subject to cor- 
rection. 


4. Credit Terms: Unless otherwise 
quoted, 1% cash discount for pay- 
ment in ten (10) days from date 
of invoice, or thirty (30) days net, 
on open accounts. All other sales 
on net cash basis. All orders are 
subject to approval of our Credit 
Department. Any sales taxes or 
manufacturers’ excise tax payable 
under any effective statutes will 
be added to our prices and terms. 


5. All orders, contracts, and agree- 
ments are made subject to delays 
contingent upon accidents, 
strikes, embargoes or other causes 
beyond the Company’s control. 


6. Claims for shortages in ship- 
ments, corrections or other de- 
ductions, will not be allowed un- 
less made within ten days from 


receipt of goods. 


7. (a) Orders or contracts cover- 
ing regular material are not subject 
to countermand without our writ- 
ten consent. 


(b) Orders for special goods, 
modifications of regular goods or 
abnormal quantities of regular 
goods are not subject to cancella- 
tion or change in specifications, 
shipping schedule, or other con- 
ditions originally agreed upon, 
without written consent and re- 
imbursement for consequential 
loss to us. 


8. No goods will be taken back 
and credited unless our written 
consent has first been obtained. 
Regular goods, when returned, 
will be credited at invoice price 
or price prevailing at time of re- 
turn, whichever is lower, subject 
to a charge of ten per cent to 
cover cost of handling, and a 
deduction for expenses incurred 
in restoring goods to salable con- 
dition. Transportation charges on 
returned goods must be prepaid. 


9. Special goods and modifica- 
tions of regular goods are not 
returnable. 


10. All shipments are F.O.B. ship- 
ping point. Our responsibility 


ends with the delivery of goods 
to the transportation company 
and issuance to us of formal ship- 
ping receipt. 


11. All orders and contracts are 
subject to approval by our Gen- 
eral Office. 


12.When goods are to receive 
special tests, inspection, or pack- 
aging, other than regularly furn- 
ished, an extra charge will be 
made for such additional work. 


13. Minimum merchandise charge, 
except for repair parts, is $15.00, 
F.O.B. shipping point. No invoice 
will be rendered for a_ lesser 
amount. 


14. Our products are guaranteed 
when applied to the use for which 
they were designed and manu- 
factured, but the Company's lia- 
bility is limited to furnishing new 
parts as may be necessary to re- 
place any that may prove to be 
defective in material or workman- 
ship. We will not assume liability 
for charges for labor, consequen- 
tial expense or damages incurred. 


15. No understandings or agree- 
ments in conflict with these Terms 
and Conditions are valid unless 
confirmed in writing by an Officer 
of the Company. 


THE FAIRBANKS COMPANY 


NOTE: PLEASE REFER TO FIGURE NUMBERS WHEN ORDERING. 








STEEL-FRAMED HAND TRUCKS 
With Full Length Wooden Handles 


NO. 9000 SERIES 


CONSTRUCTION—The_ construction 
of the “9000 Series” Two-Wheel Hand 
Trucks combines the strength of steel 
with the resilience of wood. It provides 
a truck that is ruggedly built togivelong, 
dependable, smooth-running service. 


FRAME 
* Wood Handle—full length, season- 
ed, top quality oak, sanded and var- 
nished. Tapered to nose for strength 
and truck balance. Furnished with 
straight handles or steam-bent handles. 
Steel Frame—full length steel straps 
on front and back surfaces of wood 
handle—an exclusive Fairbanks con- 
struction—provide a strong, protected 
handle able to absorb the shocks of 
heavy loads and the impacts and vibra- 
tions of rough travel. 


Bolted Construction—bolted assembly 
of entire truck provides a resilient 
structure and simplifies the replace- 
ment of worn or damaged parts. 


STRUCTURE 

Steel Crossbars—formed for strength, 
fitted flush with wood surfaces. Fur- 
nished straight or curved, depending 
on application of specific truck. Extra 
wide bottom crossbar on Eastern pat- 
tern trucks also acts as wheel guard. 

Nose lron—welded steel—various 
lengths and designs are dependent on 
application of particular truck. Re- 
placeable. 


UNDERCARRIAGE 

Eastern Pattern—wheels placed outside 
truck frame—square axle of high carbon 
steel, with machined spindle, supported 


Fig. 9272-S RT 


Fairbanks 


by steel axle mounts. 

Western Pattern—wheels inside handles 
of squared frame—round axle mounted 
to truck by semi-steel axle boxes. 


= Wheels—all the “9000” Series Steel- 


Framed Two-Wheel Hand Trucks are 
standard with vulcanized rubber tired 
wheels. They are also available with 
“LAMILON”  all-plastic, nylon-rein- 
forced; semi-steel, plain or roller bear- 
ing; or pneumatic rubber tired wheels. 
Trucks having wheels 6” in diameter 
may also be ordered with solid rubber 
wheels. 

Legs—regularly furnished on all two- 
wheel trucks—braced on larger size 
trucks for stability under heavy loads. 
Strongly recommended equipment for 
all trucks with steam-bent handles to 
prevent damage to curved handle. 


6 Fairbanks Rubber Tired Wheels are ‘“‘Guaranteed”’ against separation due to poor adhesion. 














Fig. 9215-S — General Purpose Truck 


An extremely popular truck that is CONSTRUCTION: 
considered a necessary tool in many 
shipping rooms. Unsurpassed for hand- 
ling small lot merchandise, including 
round objects, in stores, warehouses, 
manufacturing plants, bakeries, and 
passenger baggage terminals. Transfer 
and express companies prefer it be- 
cause it is light in weight and easy to 
carry on delivery trucks. 


Steel-Framed solid oak handles with 
straight crossbars mounted on rear 
surfaces. Vertical center strap gives 
added support. 

Regularly furnished with legs, un- 
less otherwise specified, to protect the 
steam-bent handles. 


SPECIFICATIONS (Inches) 


| wiath of Frame | Leneth 
| shite ot eee _| of Frame Axle Wheel | Weight 
Handles | At Top } At | ak Nic | Kiowa Size Size Ea. Lb. 


| 46 | 20-1/2 13- os | 6 | 7/8 Sq. | 6X 1-5/8 al 







Figure 
Number 


9215-5 













Type 9272 — Warehouse Truck 


ea EASTERN PATTERN 


Widely regarded as one of the best 
trucks for handling cartons, boxes, 
cases or crates in stores, warehouses, 
freight terminals or industrial in- 





stallations. Len th 
Width of Frame Fy Wheel __| Weight 
CONSTRUCTION: A DoplAt Nose Nos —— 


Steel-Framed solid oak handles with 
straight crossbars. No. 1 size truck has 
three crossbars, larger sizes have four. 

Available with straight or steam-bent 
handles. Steam-bent handles designated 
by adding suffix letter “S” to figure 
number. 





9272-1 |92/2-1S vfs fa_[e_[oe 5- 1/2} 7/8 Sa. } 7/8 Sa. Sq.| 6 6x 1-5/8 1- 6x 1-5/8) 4a | 
22-1/2| 14-1/2 | 6-1/2 Sater 
Ma a Cee 
15-1/2 | 7-1/4 |1-1/8 Sq. }10 x 2- 1/2] 100 
For Load Ratings, see Page 2. 


All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 


















EASTERN PATTERN 
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9301-3 |9301-3S 


Fig. 9304 — Dry G 


EASTERN PATTERN 


The loads of heavy, bulky cases, such 
as are encountered in the textile and 
garment industries, are easily broken 
and balanced because of the long slop- 
ing lines of this truck. 





Length 
f 


fe) 
Handles 






Figure 
Number 





For Load Ratings, see Page 2. 


Width of Frame 
22-1/2| 14-1/2 | 6-1/2 
9301-4 |9301-4S | 60 [25 15-1/2 | 7-1/4 |1-1/8 Sq.|10 x 2-1/2 
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Type 9301 — Barrel Truck 


Easy handling of round objects such as 
barrels, drums, kegs or rolls as well as 
cartons, boxes, cases or crates. This truck 
is very popular for light stevedore work 
and in freight terminals, warehouses, fac- 
tories, flour mills, breweries, wineries and 
stores. 


CONSTRUCTION: 


Steel-Framed solid oak handles with 
curved crossbars. No. 1 sizes have three 
crossbars, larger sizes have four. 

Available with straight or steam-bent 
handles. Steam-bent handles designated by 
adding suffix letter ““S” to figure number. 


Length 
of Axle Wheel | Weight 
Nose Size Size Ed. LB. 
5-1/2 7/8 Sq.| 6x 1-5/8 
1 Sq 
1 Sq 


cco 












oods Truck 


CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Three 
straight crossbars. 

Designed to break easily. The truck 
will not stand unsupported. 


Wheel 
Size 


SPECIFICATIONS (Inches) 


Length 
Width of Frame pa Axle 
At Top | At Nose 


All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 









Weight 


Nose Size Ea. Lb. 














Type 9201 — Warehouse Truck 


WESTERN PATTERN 


Western pattern—parallel handles with 
wheels placed inside of the truck 
frame—recommends the use of these 
trucks where narrow aisles or doorways 
are encountered. Ideal for handling 
heavy bulky merchandise, normally 
packed in cartons, boxes, cases or 
crates, in stores, warehouses, railway 
cars and motor trucks, freight and 
baggage terminals, institutions, offices 
and hotels. 


CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Straight 
crossbars, three on the No. 1 size 
truck, four on the larger sizes. 


SPECIFICATIONS (Inches) 


Width of Frame 


At | At Nose | 


At | At Top— 





Length 
of 


6 x 1-5/8 


Type 9207 — Barrel Truck 


WESTERN PATTERN 


An excellent truck for handling bar- 
rels, drums, kegs or rolls as well as 
cartons, boxes, cases or crates in nar- 
row passageways and confined areas 
such as found in stores, warehouses, 
railway cars, motor trucks, freight or 
baggage terminals, institutions and 
hotels. 


CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Curved 
crossbars, three on the No. 1 size 
truck, four on the larger sizes. 


SPECIFICATIONS (Inches) 





For Load Ratings, see Page 2. 


All Fairbanks Trucks are standard with ‘“‘Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 


Wheel Weight 
Size Ed.. Le. 











WESTERN PATTERN 


Specially designed to carry, without 
damage, paper, cloth or burlap bags 
that contain cement, lime, grain, flour, 
fertilizer and other material. 











Length 
Figure of 
Number Handles 





“MINNEAPOLIS” 


A popular truck for carrying cloth or 
burlap bags, such as used in grain mills 
and warehouses, and bags and baskets 
encountered in fruit and produce 
houses, because the load is securely 
cradled, easily broken and well bal- 
anced due to the sloping lines of 
construction. 


Number | Handles | At Top 


EASTERN PATTERN 


Commonly referred to as the “Five-Bag 
Grain Truck” this unit handles cartons, 
boxes, cases, crates or bales with equal 
ease and is very popular in plumbing 
and heating supply houses. 












Length 
f 






Figure 


oO 
Number | Handles 





For Load Ratings, see Page 2. 
10 All Fairbanks Trucks are standard with ““Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 
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Type 9217 — Cement or Bag Truck 


CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Heavy 
nose plate extends 13 inches up the 
handles. Straight crossbars strengthened 
by vertical center strap. 


SPECIFICATIONS (Inches) 


, Length 
Width of Frame of Axle | Wheel | Weight 
At Top Nose | Size Size | Ea. Lb. 


Fig. 9218 — Bag Truck 






CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Straight 
crossbars mounted on rear surface of 
handles are strengthened by vertical 
center strap. Extra wide bottom cross- 
bar and wheel guard is curved to cradle 
the load. Very long nose iron. 


SPECIFICATIONS (Inches) 


Length Length 
Figure ae Width of Frame a 


At Nose 


Weight 
Nose 


Fig. 9310 — Feed Truck 


CONSTRUCTION: 


Steel-Framed solid oak handles stan- 
dard in the steam-bent style. Straight 
crossbars. Long nose iron. 


SPECIFICATIONS (Inches) 


Length 
Width of Frame of Axle 
At Top At Nose | Nose Size Size 


9310 | 58 | 23-1/2 16-1/2 8-1/4 |1-1/8 Sq. 10x 21/2] 95 | 






Wheel Weight 


Ea. Lb. 














Fig. 9169 and 9278 


Freight & Cargo Trucks 


EASTERN PATTERN 


Heavy duty trucks for stevedore oper- 
ations, railroad or motor freight term- 
inals, warehouses and shipping centers 
where heavy large cases, crates or bar- 
rels are handled. 


CONSTRUCTION: 


Steel-Framed solid oak handles. 
Curved crossbars with vertical center 
strap for added strength. 


Fig. 9278 truck has longer nose 
iron and braced legs. 


SPECIFICATIONS (Inches) 






Length 
Figure of 
Number | Handles 






Width of Frame 


Length 
of Axle Wheel Weight 
Nose Size Size Ea. LB. 
17-1/4 6-1/4 | 1-3/8:Sq. | 12% 2-1/2 
22 22 


| 22 | 17-1/4 | 8-1/4 | 1-3/8 Sq. 12x 2-1/2] 122 | 






Type 9213 — Cotton Truck 


EASTERN PATTERN 


The original application of this truck, 
the handling of bales of cotton, has 
broadened to include bales of rags, 
waste, paper and other materials pack- 
ed in this manner. 


CONSTRUCTION: 


Steel-Framed solid oak handles. 
Straight crossbars, extra wide bottom 
crossbar and wheel guard gives added 
support to load. Short stout nose irons 
firmly grip bale. 

Longer legs available on special 


SPECIFICATIONS (Inches) 











Length 
Figure of 
Number | Handles 





For Load Ratings, see Page 2. 


All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 





L 
Width of Frame 


25-1/2 | 16-1/2 


ength 
of Axle 
Nose Size 














order. 
Wheel Weight 
Size Ed. LB. 






95 
1-1/4 Sq. | 12 x 2-1/2 







































WESTERN PATTERN 


A large, heavy duty truck having the 
same applications as the Fig. 9202 
above. 






f 





ma foos[ |= | 


For Load Ratings, see Page 2. 
1? All Fairbanks Trucks are standard with “‘Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 


- th 
Width of Frame|~ of Weight 
At rnc ees 


Fig. 9203 — Freight Truck 








® 
Fairbanks 
Fig. 9202 — Freight Truck 


WESTERN PATTERN 


A large heavy duty truck that will 
accommodate small as well as large 
bulky loads. Extensively used by steve- 
dores, in railway and motor freight 
terminals, packing houses, monumen- 
tal stone works and by riggers and 
warehousemen. 


CONSTRUCTION: 


Steel-Framed solid oak handles. 
Straight crossbars strengthened by two 
vertical center straps. 

Available with straight or steam- 
bent handles. Steam-bent handles des- 
ignated by suffix letter “S” to figure 
number. 





CONSTRUCTION: 


The same as the Fig. 9202 except 
that the center straps are continued 
down to and welded integral with the 
nose iron. 

Available with straight or steam-bent 
handles. Steam-bent handles designated 
by suffix letter “S” to figure number. 


bk (Inches) 


:- th 
a of Frame|~ ? Weight 
fe) elg 
Handles|At Top|At Nose At Nose cn Ea. Lbs 






1-1/4 {10x 2- 1/2| 130 





Fig. A-3511 — Cheese and Butter Truck 


6 EASTERN PATTERN 


Designed for the needs of the dairy CONSTRUCTION: 
trade, the very narrow compact lines 
of this truck recommends its use for 
carrying tubs of butter, cheese and 
other dairy products in warehouses, 
stores and markets. Extra curved cross- 
bar at the top of the handle permits 
high loading. 


Seasoned solid oak handles, steel 
strapped on the front side. 

Heavy steel curved crosspieces are 
fitted into the oak handle so covering 
steel strapping fits flush. 


SPECIFICATIONS (Inches) 


Figure f Axle Wheel 
Number | Handles | At Top Nose Size Size 







Weight 
Ea. Lb. 








Fig. 214 — Warehouse Truck 


EASTERN PATTERN 


@ Light weight and easy to carry, this CONSTRUCTION: 


truck is excellent for use on local Oak handles, steam-bent style. Oak 
crossbars, mounted at rear of handles, 
are reinforced by a steel center strap. 

Regularly furnished with solid rub- 
ber wheels. 


delivery trucks. Accommodates bar- 
rels as well as cartons, boxes and cases 
providing a low cost versatile materials 
handling unit. 


SPECIFICATIONS (Inches) 


Width of Frame of Axle | Wheel | Weight 
Nose Size Size Ea. Lb. 


Handles | At Top 









Fig. 710 — Safety Truck Brake 


The Safety Truck Brake is an attach- 
ment for standard two wheel hand 
trucks, with wheels 8" in size and 
larger, that permits the trucker to 
handle heavier loads with less effort 
and greater safety. It enables him to 
break the loads easier and control the 
heavily laden truck on inclines. 





For Load Ratings, see Page 2. 
All Fairbanks Trucks are standard with “‘Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 13 

















Fairbanks 





Fig. C-60, C-72, C-84 — Lever Trucks 





The mechanical advantage of great 
leverage for lifting heavy cases or 
crates, machinery, die blocks and other 
heavy units is provided by the lever 
trucks or pry bars. Widely used by 
riggers, truckers, freight handlers and 


CONSTRUCTION: 


Selected perfect grain oak handles, 
rounded and smoothed. 

Beveled nose iron bolted to the oak 
handle—bolts are countersunk flush 
with surface of nose iron. 

Standard with Semi-Steel, plain or 
roller bearing wheels. 


SPECIFICATIONS (Inches) 








Length 






stevedores. 
of 


Figure 
Number | Handles 
C-60 


Width | Length 
at f 
Nose 
| coo | 60 | 5 
caf fe 









Length 
of 
Nose 






Wheel Weight | Capacity 
Size Ea. Lb. (Lb.) 


1 Sq. | 5x 1-1/2 5000 


Type 228 - Barrel Skids 


Providing a means of sliding barrels, 
drums, kegs or cases from one level to 
another, the barrel skid eliminates the 
danger of dropping and subsequent 
damage. Very handy for unloading and 
loading railway cars and motor trucks. 


CONSTRUCTION: 


Smooth grained oak runners with 
carefully fitted iron hooks and shoes 
insure against snagging or rough pro- 
jections. 


SPECIFICATIONS 








228-10H 





Figure Inside Width Number of Weight 
Number Length of Frame Crossbars Ea. LD. 





For Load Ratings, see Page 2. 








5 exclusive features of Fairbanks 
“STAIRMASTER” make light work 
of handling appliances of every des- 
cription and size, upstairs or down. 


1. LIGHTWEIGHT—MAXIMUM 

STRENGTH 

Easily lifted with one hand—light as 
any magnesium or aluminum frame of 
comparable size—but with the strength 
of steel in an engineered, rigidly braced, 
tubular-steel frame. 

Frame rubber-sheathed with felt- 
lined nose plate for protecting valuable 
appliances. 


2. FRICTION-FREE 

STAIR-CLIMBER 

The “STAIRMASTER’S” complete- 
ly different stair-climber walks the load 
over the steps. No rubbing, rolling or 
sliding friction between stair-climber 
and step as load is passed from one 
rubber rocker to another—FRICTION- 
FREE. Rubber rockers and wheels are 
tangent, eliminating any hump or bump 
as truck walks across the stairs. Rockers 
are a neutral color that will not mar or 
mark steps. 


3. BELT TIGHTENER—SIMPLE, 
AUTOMATIC, POSITIVE 
No lost time loading or unloading— 
no buckles to adjust. The lock, open as 
belt is wrapped around appliance, auto- 
matically and positively locks with 


Fig. A-1 — “Stairmaster” Appliance Truck 


PATENTED 


application of the slightest tension 
through hand wheel, and reopens when 
appliance is to be unloaded, with a flip 
of the thumb. Simple, effortless, time- 
saving operation. 

Hand wheel permits application of 
proper tension necessary to secure the 
load without any danger of damage to 
delicate cabinets, and keeps the extra 
long belt rolled neatly out of way at 
all times. 

Three position adjustment of belt 
accommodates appliance of any height. 


4. BREAKS LOAD EASIER 

“STAIRMASTER” frame design, 
incorporating shortest possible fulcrum 
arm, decreases to a minimum the ef- 
fort required to break the load. 


5. ADJUSTABLE BALANCE 

Unique offset of stair climber allows 
truck to be handled on stairs in a more 
upright position, decreasing the fatigue 
on the operator’s arms. 

Choice of four sets of hand grips in 
frame permits the operator to adjust 
for perfect balance any type of load, 
under varying load and stair conditions. 


USES—The perfect truck for handling 
all types and kinds of appliances— 
refrigerators, washing machines, ranges, 
water heaters, bathtubs, sinks, radiators, 
television sets, furniture, pianos. 


SPECIFICATIONS (Inches) 





Figure 
Number 


A-1 








* Standard with Solid Rubber Wheels. 


Length L h 
—— Width of Frame ange 
Haedles At ria 





Knee 


Wheel Weight 
Size* Ea. Lb: 
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Fairbanks 
ALL STEEL 


Fig. C-110 — “Mitey Handy” Utility Truck 


One-hand maneuverability, light weight, 
and low cost are combined in this 
‘““Mitey Handy” Truck. One-piece frame 
with full-width handle permits holding 
truck with one hand, leaving other free 
to open doors, pull overhead door 
cords, etc. Steel pipe frame with curved 







C-110-10 


Small and light weight, made of sturdy 
angle iron. Ideal for service in elevators, 
narrow aisles, and on delivery trucks. 


a 
Figure 
Number Height Frome 





Length 
of Wheel Weight 
Nose Size Ea. Lb. 


crosspieces supported by center strap, 
all welded construction. Round axle 
welded to stair climber, solid nose plate 
welded to back of legs for strength and 
rigidity. Three sizes of semi-pneumatic 
wheels available: 6", 8'' and 10" 
diameter. 


SPECIFICATIONS (Inches) 
a — 
Figure Wheel aes 
Number Height a Nose Size Ea. Lb. 






Fig. B-3075 — Single Handle Truck 


Completely welded assembly with 
curved crossbars. Standard with solid 
rubber wheels. 


SPECIFICATIONS (Inches) 













a C-1445 —- a Truck 


Kegs and bags are accommodated as 
readily as cartons, boxes and cases on 
this single handle light weight all-steel 


Extra long 8"' nose iron. 
Standard with either 5 or 6 inch 
solid rubber wheels but also available 


truck. with vulcanized rubber tired and semi- 
steel wheels in both sizes and a 6 inch 
CONSTRUCTION: solid cushion pneumatic rubber tired 
Steel channel iron frame—welded wheel. 
assembly. Round axle welded to stair 
climber. 
ae nches) 






C-1445-6 





For Load Ratings, see Page 2. 






( 
ae th . h 

Figure ? sapere artis | of Frame ri 
Number iene At At Top | tacs 


Cape [eo foe 


| 
t 






Weight 
Ed. Li. 





16 All Fairbanks Trucks are standard with “‘Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 














»UTILITY TRUCKS 





Fig. C-112 One-piece frame with full 
width handle for easy one-hand ma- 
neuverability. Height - 46". 


Popular all-steel trucks for moving small 
lot merchandise in stores, offices, fac- 
tories, shipping rooms, and especially 
in bottling plants and on beverage de- 
livery trucks. 

Heavy one-inch steel tubing provides 


Fig. C-114 Similar to C-112 with addi- 
tion of vertical loop handle to allow 
more comfortable operation on stairs, 
narrow aisles, etc., also serves as a leg. 
Height - 46". 


extra strength for heavy-duty moving. 
Completely welded construction: 
curved crossbars—to facilitate handling 
of round as well as square objects. 
Heavy steel nose plate welded to back 
of legs for added strength; round axle 


SPECIFICATIONS (Inches) 


Figure 
Number 


A-1448-10 
C-112-10 
C-114-10 


LO 2:75 


ox 2.50 


For Load Ratings, see Page 2. 


Weight 
Baw LD. 











Fig. A-1448 Most popular for truck 
deliveries. Flared handles with rubber 
hand grips protect operators’ hands. 
Height - 48". 


welded to stair climber for added 
rigidity and rattle-free operation. Stan- 
dard with wide-tread, semi-pneumatic 
wheels. Can also be furnished with 
molded rubber, solid rubber, ‘““Lamilon”’ 
plastic, or semi-steel wheels. 
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Fairbanks 


Very widely used for the delivery of 
groceries, baked goods and newspapers 
by retail merchants. These Carts also 
have many industrial applications such 
as moving parts, supplies, tools, instru- 
ments and heavy mail. 


Push Carts 


CONSTRUCTION: 


Made of 3/4 inch dressed wood 
with angle iron binding and reinforced 
with steel tie rods. 

Round wood push handle mounted 
with steel strapping. 

Large diameter load wheels and 
front wheel mounted with sturdy steel 
bar structures. 

Regularly furnished with steel 
wheels but also available with pneu- 
matic tired wheels. 





SPECIFICATIONS (Inches) 
Figure | Length| Width |!nside Body Dimensions| Wheels Wheel) Weight 
Number | Overall Overall) Width | Length | Depth | Load | Front Axle | Ea. Lb. 
a [io [wo fm [we [> [a | |r| oo 
poe fo [me fa [oe [oe [os [ie [oe [io 
. ee 55 
Fig. S-1332 — Roll Paper or “Beam” Truck 


TILT SFV'LE 












CONSTRUCTION: 


The body of the truck is made 
from five sections of seasoned oak 
hollowed out to one inch depth in 
the center and held together by steel 
tie-rods. Reinforced at each end by 
6 x 1/4 inch pieces of flat steel to 
which the Series “21” “‘Lockweld”’ 
Steel Single Ball Race Swivel Casters 











A tilt style truck specifically designed 
for carrying heavy rolls of paper and 
for use in textile mills as a “beam” 
truck. 


are mounted. 
Center load wheels and caster wheels 
are regularly furnished as semi-steel 


SPECIFICATIONS (Inches) 
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Figure Wheels Wheel 
Number | Width | Length | Height Caster Axle b 







plain bearing. 
Weight 
Ea. LD: 


For Load Ratings, see Page 3. 





: Fig. C-679 — Single Cylinder Tank Truck 


Primarily designed to handle oxygen plate and secured by link chain and 
cylinders in hospitals, this truck will hooks. 
just as readily accommodate gas pres- 
sure cylinders of the same general CONSTRUCTION: 
dimensions. 
Cylinders easy to load on solid nose 


All steel welded construction. 










SPECIFICATIONS (Inches) 
Figure 


Length 
Width of Frame of Axle | Wheel Weight 
Number | Handles | At Top Nose Size Size Ea. Lb. 










Fig. 963 — Welder’s Tank Truck 


Providing for all the welder’s require- and hooks. 
ments—gas cylinders, tips and rods—this Box on handles accommodates tips 
truck is ideal for installations requiring and rods. 


mobile welding outfits or where weld- 
ing gases are centrally stored and must CONSTRUCTION: 
be transported to the welding operation. 

Gas cylinders easily loaded on solid 
nose plate and secured by link chain 


Steel pipe frame, welded assembly. 


Standard with large diameter steel 
SPECIFICATIONS eee 
Length 
Figure f 


wheels. 
Oo Width of Frame _| width Axle | Wheel | Weight 
Number | Handles ne —— Size | Size | Ea. Lb. 


For Load Ratings, see Page 2. 
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DRUM & BARREL 


Fig. 51 — Barrel or Drum Stands 


This truck provides safety, mobility 
and convenience for the handling, stor- 
ing and draining of steel drums. Hook 
on the toe plate engages the rim of the 
drum and prevents slipping as one man 
rocks the drum into a horizontal posi- 
tion. The casters and wheels make it 
easy to move to any location. 





CONSTRUCTION: 

Steel angle iron frame—rigid welded 
assembly. 

‘“Lockweld”’ Steel, Single Ball Race 
Swivel Casters welded to frame. 

Standard with semi-steel wheels, 
plain bearing. 

Fig. 50 Barrel Stand same as the 
Fig. 51 Stand except that it is furn- 
ished without casters and wheels. Rec- 
ommended for installations where it is 
not necessary to move barrels to various 
locations. 


SPECIFICATIONS (Inches) 






28-1/2 | 17-1/8 








Fig. 426 — Open Barrel Truck 


Open barrels of liquids or solids can be 
moved with less danger of spillage on 
this truck as compared with standard 
two wheel hand trucks. Very handy 
for use in machine shops, factories, 
printing plants and other locations 
where scrap, trash and liquids are col- 
lected and handled in open end barrels. 

Swivel caster at handle makes the 
truck very mobile and it can be pushed 
or pulled. It will accommodate stan- 
dard size drums. 







Figure 


20 


Load 
| wheats | LO8d | 


Figure 
Number | Length | Height | Width 






Overall 


Height 
of Weight 
Handle Ea. Lb. 








1 
i 





CONSTRUCTION: 

All-steel welded assembly. 

Series “21” ““Lockweld” Steel Single 
Ball Race Swivel Caster mounted on 
plate at base of fixed handle. 

The frame of the truck clears the 
floor by 3/4 of an inch. 


SPECIFICATIONS (Inches) 

Inside Inside 
Number | Width | Length | Height 
ape fe |e 















se [cer 











HANDLING EQUIPMENT 


Greater safety and efficiency for the 
handling of barrels and drums are 
specific advantages gained by the use 
of this truck over conventional two 
wheel hand trucks. 

Barrels and drums of any height 
can be smoothly loaded and unloaded 
without ever being touched by the 
operator. An adjustable slide lock en- 
gages the rim of the barrel or drum 
and as the truck is drawn back it pulls 
the load onto the chamfered nose 
irons. The load is balanced over and 
ahead of the wheel reducing the oper- 


SPECIFICATIONS (Inches) 


ola 
Figure Width of Frame 
Number serine At Top | At | At Nose - 
ole fe [of 





Handles open barrels with safety and 
mobility. Deep lip frame holds con- 
tainers securely in place. Welded steel 
assembly with four 3" “‘Lockweld” 








Fig. 9090 —- Barrel Truck 


ator’s burden and providing easy ma- 
neuverability. Narrow frame permits 
the handling or placing of barrels or 
drums in tight rows. 

Plumbing and heating wholesalers 
and supply houses also find this truck 
to be an ideal unit for carrying large, 
bulky crated items such as bathtubs. 


CONSTRUCTION: 

All steel pipe frame—welded as- 
sembly. 

Truck, designed to break easily, 
will not stand unsupported. 







Length 
of Axle Wheel Lg 
Nose Size Size 


) 1 [10 2-1/2 





Fig. 427 
Circular Drum 
Dollie 


Swivel Casters (semi-steel, or ““Titan- 
ite” wheels). Diameter of Frame: 24". 
Wheel Diameter: 3". 


SPECIFICATIONS ee ee 


Figure | Frame Weight 
a Height Ea. Lb. 





For Load Ratings, see Page 2. 
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“COMMANDER” PLATFORM TRUCKS — STEEL FRAMED 


“| OCKWELD” STEEL DOUBLE BALL RACE SWIVEL CASTERS 
(Guaranteed against separation unless the force exceeds the strength of the metal itself. ) 





CONSTRUCTION-Strength, mobility 
and simplicity of replacement are fun- 
damental in each “Commander” Truck 
construction feature. 
PLATFORM 
@ Deck-—seasoned finest quality oak, 
smoothly finished, squarely jointed 
and varnished. 
eB Steel Frame—double angle iron deck 
frame prevents buckling under heavy 
or uneven loadings and protects the 
sides from damage during rough usage. 
Corner Bumpers—semi-steel bump- 
ers are standard equipment on all HQ, 
MQ, and Q style trucks at the load 
wheel end. 
Bolted Construction—bolted assembly 
of entire truck provides resilience to 
absorb impacts and shocks and facili- 
tates replacement of worn or damaged 
parts. 
UNDERSTRUCTURE 
Load Wheels-—large size—support 
the steel-framed platform through 


strong axle boxes. 


s Casters— 


HQ and MQ style—“LOCKWELD” 
steel, double ball race, swivel casters 
mounted to the steel frame through 
an angle iron structure. 

LQ, Q and S styles—‘““LOCKWELD” 
steel, double ball race swivel casters 
bolted directly to the platform. 
Wheels—all “Commander” Steel- 
Framed Trucks are available with vul- 
canized rubber tired; semi-steel—plain 
or roller bearing; polyurethane or pneu- 
matic wheels. Whenever wheels 12" or 
smaller are specified, “LAMILON” all- 
plastic, nylon-reinforced wheels can be 
furnished. 

Tilt Type Trucks—center-balance load 
wheels mounted across the center point 
of the platform with a swivel caster 
mounted at the midpoint of each end. 
These trucks are recommended for 
locations where congested areas, nar- 
row aisles or sharp corners dictate the 


“MQ” Style 


use of a truck that may be pushed from 
either end and turned in its own length. 
SUPERSTRUCTURE 
Attachment—superstructures are bolted 
to the steel frame of the platform— 
easily removed if desired. Also available 
with removable racks. 
Offset Pipe Handle—regularly furnished 
on: 

HQ style trucks — one 

MQ style trucks — one 
Offset Pipe Racks—made with closely 
spaced crosspieces to accommodate 
small as well as bulky packages—stan- 
dard on following trucks in quantities 
indicated: 

LQ style trucks — two 

Q style trucks — one 
S style trucks — two 

Side Racks—removable—furnished in 
42, 48 or 54 inch lengths, 36 or 48 
inch heights above platform, for any 
style Steel-Framed Platform Truck, in 
place of end racks. 


22 Fairbanks Rubber Tired Wheels are ‘‘Guaranteed” against separation due to poor adhesion. 














“Commander” Steel-Framed Platform Trucks 


Type “LQ” and “Q’”’— LIGHT-MEDIUM DUTY NON-TILT STYLE 


Low platform trucks for light-medium CONSTRUCTION: 

duty applications. Very popular equip- Steel-Framed oak deck with full LQ style has two end racks. Standard 
ment for the general requirements of — length center batten. Deck mounted — with fixed racks. Also available with 
every installation including department — on two “Lockweld” Steel, Double Ball = removable racks. Q style has one end 
stores, manufacturing plants, baggage Race, Swivel Casters and two load rack at the caster end of the platform. 
terminals, institutions and offices. wheels. Also available with removable racks. 





SPECIFICATIONS (Inches) 


Figure Figure Length Height Weight | Weight 
Overall* Rack Load | Ea. Lb. 


Two Above Wheels 


One 
Racks Width | Length Platform Caster 
57-1/4 | 52-5/8 48 


27 
7 


2 





*With Offset Pipe Racks. Other Sizes Available on Special Order 


For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 23 
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“Commander” Steel-Framed Platform Trucks 


Type “S’’ — LIGHT-MEDIUM DUTY TILT STYLE 


Outstanding maneuverability is pro- 
vided with these tilt style, low plat- 
form, light-medium duty trucks, for 
applications where confined areas and 
narrow aisles govern the selection of 
equipment. The tilt type trucks will 
turn in their own length and can be 
pushed from either end. 


Figure 
Number | Overall* 


S-2448 | 57-1/4 











race 


S-2754 | 63-1/4 
S-3060 | 69-1/4 
S-3672 | 81-1/4 


Other Sizes Available on Special Order. 


: 


CONSTRUCTION: 

Steel-Framed oak deck, with full 
length center batten, mounted on cen- 
ter load wheels and one “‘Lockweld” 
Steel, Double Ball Race, Swivel Caster 


at each end. 
Ea. LB. 
: 
153 


SPECIFICATIONS (Inches) 


Platform Above 








Load 
Wheel 
Axle 


sxzanlexis0) 1 | 13 
8 x 2-1/215 x 1-5/8 
saaaelis ran 


*With Offset Pipe Racks. 









“COMMANDER” PLATFORM ACCESSORIES 


All “COMMANDER” Style Trucks can be furnished with removable end racks. 


ie. 


Fig. 407—Offset Pipe Handle regularly “COMMANDER?” Truck 
furnished on: HQ style trucks, one; with Hook and Eye Coupler 


MQ style trucks, one. ““COMMANDER” Style Trucks can be 


= , furnished with manual Hook and Eye 


couplers (as illustrated) or with Auto- 
matic Couplers. 

Fig. 408—Offset Pipe Rack made with 

closely spaced crosspieces to accom- 

modate small as well as bulky pack- 
ages—standard on following trucks in 
quantities indicated: LQ style trucks, 
two; Q style trucks, one; S style trucks, 
two. 











Platform with 

Steel Deck Overlay 

All “COMMANDER’ 
Style Trucks can be fur- 
nished with Steel Deck 
Overlay. 


For Load Ratings, see Page 3. 





‘““COMMANDER” Piece Goods Truck 
‘““Commander” Steel-Framed Platform 
Trucks in platform lengths of 42, 48, 
54, and 60 inches—both tilt and non- 
tilt styles—are available with Remov- 
able Side Racks in 36 and 48 inch 
heights above the platform. Chain 
crosslengths at the center of the top of 
the racks are provided on the 48 inch 
high racks for added strength. Hori- 
zontal and vertical crosspieces on these 
racks are closely spaced to accom- 
modate piece goods that are loose or 
in bolts and rolls. 


24 All Fairbanks Trucks are standard with ‘Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 














“Commander” Steel-Framed Platform Trucks 


Type ““MQ’”’ — MEDIUM DUTY NON-TILT STYLE 


Medium-high platform trucks for med- 
ium duty materials handling. Exten- 
sively used because of their excellent 
capacity, rugged construction and easy 
handling. 


CONSTRUCTION: 
Steel-Framed oak deck with full 










Figure 
Number 


Length 
Overall* 







*With One Offset Pipe Handle. 


SPECIFICATIONS (Inches) 









length center batten. 

Running gear consists of two “Lock- 
weld” Steel Double Ball Race, Swivel 
casters, attached to the deck by an 
angle iron frame, and two large size 
load wheels mounted to the deck 
through two strong axle boxes. 

Also available with removable racks. 


Load 
Wheel 
Axle 


Other Sizes Available on Special Order. 


“Commander” Steel-Framed Platform Trucks 


Type “HQ” — HEAVY DUTY NON-TILT STYLE 


High-platform heavy-duty trucks that 
are highly regarded for the outstanding 
service they have given in all types of 
installations. 


CONSTRUCTION: 
Steel-Framed oak deck with full 
length center batten. 






Figure 
Number 


Length 
Overall* 





*With One Offset Pipe Handle. 


For Load Ratings, see Page 3. 


All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 


SPECIFICATIONS (Inches) 





Heavy duty, “Lockweld”’ Steel, 
Double Ball Race, Swivel Casters, 
mounted to the steel frame by an angle 
iron structure, and two large size load 
wheels, attached by strong axle boxes, 
support the deck. 

Also available with steel deck. 


Load 
Wheel 
Axle 


Other Sizes Available on Special Order. 









lz x 2-1/2 | 6 x 2 





































Zs 














Fairbanks 
“BANTAMWEIGHT” 





“BANTAMWEIGHT” PLATFORM 
TRUCKS are inexpensive, light-weight 
trucks for handling any type of gen- 
eral merchandise. They are very pop- 
ular in warehouses and stores of all 


kinds. 


Platforms are finest quality sea- 
soned hardwood. Each platform board 
is tongued and grooved to keep the 
platform smooth and level, with heavy 





“S” STYLE (tilt) TRUCKS are ex- 
tremely maneuverable; especially suited 
for use in narrow aisles and where sharp 
turns are necessary as these trucks can 
turn in their own length. These trucks 
are standard with two offset pipe racks. 


Weight 
Wheels Ea. Lb: 
5 x 1-5/S 


ee 


352S-3060 





“S’’ STYLE SPECIFICATIONS (Inches) 


Platform 


















Height 








Rack 
Figure Length Above 
Number Overall Platform 


Width ) Length Height 











For Load Ratings, see Page 3. 
26 All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 














PLATFORM TRUCKS 


cross-battens to add strength and 
rigidity. 

Racks are a special reinforced de- 
sign, to eliminate the necessity for gus- 
sets so that the full platform space is 
available. 


All bolts are countersunk to pro- 
vide a smooth platform. 

Each truck is equipped with two 
“Lockweld”’ double ball race swivel 
casters and two matching rigid casters. 





“Q” STYLE (non-tilt) TRUCKS have 
slightly higher capacities than the “S” 
Style Trucks shown on the preceding 
: page, but are not quite as maneuver- 
) able. Rigid casters are set back from 
end of truck to reduce turning radius. 


“Q" STYLE SPECIFICATIONS (Inches) 


Height Weight Weight 
Figure Figure Rack Ea. Lb. E@.: LB. 

| Number Number Above One Two 
| One Rack Two Racks Platform Rack Racks 


362Q-2754 
381Q-2754 | 382Q-2754 


| 
- 352Q-2754 
| 





For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “Guaranteed”’ Vulcanized Rubber Tired Wheels unless otherwise specified. Ld 
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Type 580 — Heavy Duty Lift Jack Platform Trucks 


Time, space and equipment are saved 
wherever temporary storage; of raw 
materials, pieces in work, parts or 
finished goods; is a problem, by use of 
these heavy duty lift jack platform 
trucks. A few jack handles, strategic- 
ally placed, will handle a number of 
platforms in plants, warehouses, and 
freight terminals. 

With no moving parts, jack handle 
instantly engages and disengages plat- 
form. The trucks are very maneuver- 
able and stable on widely spaced 
wheels. 

Platforms conveniently stack, in 
little space, when not in use. 


CONSTRUCTION: 

Seasoned oak platform deck, with 
double angle iron on sides, single angle 
iron at ends and full length center bat- 
ten. Semi-steel corner bumpers on all 
four corners. Steel-framed platforms 
will not buckle under uneven loading. 

Widely spaced rigid casters and 


heavy steel legs bolted to platform. 

The Fig. 580 Jack Handle is made 
of standard 1-inch pipe (1-5/16" O.D.) 
52 inches long with a 10-1/2 inch cross- 
piece of 3/4 inch pipe (1"' O.D.). The 
Jack Handle is furnished with two 8- 
inch diameter wheels and weighs 27 
pounds. 


SPECIFICATIONS (Inches) 


Platform* 






30 48 


*Other sizes available on request. 






sor fo |e [a 








Length of 
Handle Above Weight 
Tow Plate Wheels Ea: Lb; 





For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “Guaranteed’”’ Vulcanized Rubber Tired Wheels unless otherwise specified. 
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For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 29 


Type 500 -— Lift Jack Platform Trucks 





SEMI-LIVE SKID PLATFORMS 





The perfect truck for minimum cost 
materials handling in installations where 
raw materials, parts, finished goods 
and other merchandise are temporarily 
stored. One jack handle is sufficient 
for a number of platforms. 


CONSTRUCTION: 

Simplicity features the design of the 
Lift Jack Platform Trucks—no moving 
parts, quick, easy locking of jack and 
platform. Quick positive release. 


Series SOO Trucks have a seasoned 
oak, tongued and grooved, platform 
strengthened by cross battens. 

Widely spaced steel rigid casters and 
formed steel legs complete the under- 
carriage of the platforms and give the 
truck perfect balance. 

The 500 Jack Handle is made of 
one inch outside-diameter pipe 50 
inches long with a 10 inch crosspiece, 
has two 7 inch diameter wheels and 
weighs approximately 25 pounds. 


ee P (Inches) 


Length of 
Handle Above 
Tow Plate 














COMPARE THESE FEATURES: 


Trucks are standard with Fairbanks 
No. 500 Series Rubber Tired Wheels— 
PERMANENTLY Guaranteed against 
tread separation due to poor 
adhesion—automatic replacement if 
this should happen. 


1. Drop-pin completely hardened to 
resist wear and prevent bending. 


2. Extra-heavy angle iron racks with 
channel iron uprights—doubles 


For Load Ratings, see Page 3. 


strength of racks—no bending. All 
welds are solid—do not break. 


3. Swivel casters have exclusive leg 
design—for maximum dispersion of 
shocks and overloads. Casters also 
‘“‘Lockweld”’ welded assembly. Guar- 
anteed not to separate unless subjected 
to stresses beyond the limit of the 
metal itself. Bolted to platform. 


4. Decksarekiln-dried oak. Decks do 
not check or warp. Bolted to frame. 


Fairbanks 
TOW LINE 


are stronger than 








Fig. T-3248-1 
Basic Tow Line Truck 


5S. All metal parts are painted top 
and bottom to prevent rust and corro- 
sion. 


Fairbanks Tow Line Trucks offer real 
Value, which is true Economy. 
Available with or without tow pin or 
with towmast for overhead tow-line 
operation. Tow Line Trucks are 
standard with cylindrical bill holder 
and blackboard. 
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| 


TRUCKS 


competitive standard makes! 





Fig. T-3248-2 Fig. T-3248-4 
Tow Line Truck with cam operated drop pin. Tow Line Truck with overhead mast. 


Also available with chain operated tow pin (T-3248-3). 


SPECIFICATIONS (Inches) 























Height 
Height Push 
Rack 
Figure Length PiaeTOrM Above 
Number Overall 


Width Length Height Platform 
pepe fe fe fo | 
a 


T-3248-1-6 54-1/4 


T-3248-1-8 94-1/4 


*For Truck equipped with Tow Pin, add 10 Ibs. 






For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “‘Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 3] 











FIFTH WHEEL STEER 


A general purpose wagon truck with 
many applications in factories, ware- 
houses, stores, banks and institutions 
of all kinds. 


CONSTRUCTION: 


All wood seasoned oak deck and 








® 
Fairbanks 
Type O-1300 — Platform or Wagon Truck 


bolsters. Bolsters braced with steel bar 
straps on larger sizes. 

Handle of 3/4 inch diameter steel, 
extends 35-3/4 inches above the hound 
and has a 10 inch crosspiece. 


SPECIFICATIONS (Inches) 


Figure | Length Platform 
Number | Overall | Width | Length | Height Wheels 
12 


o1s25 | a2 | 24 | 36 | 12 [8x2 [isa | 99 | 
0-131 
1-1/8 54. 






Load 
Wheel 
Axle 


Weight 
Ea. Lb: 


Fig. O-1433 — Platform or Wagon Truck 


FIFTH WHEEL, STEER 


A heavy duty wagon truck generally 
referred to as the ““Tin Plate’ Truck 
because of its use handling sheet or 
plates in mills. Also widely used in rail- 
way and machine shops and foundries. 
Monumental stone works are large users 
of this truck fitted with pneumatic 
wheels. 


CONSTRUCTION: 


Seasoned oak deck with steel bind- 





Number | Overall | Width | Length 


ing set flush around outer edges. Solid 
oak bolsters, braced with steel bar 
strapping. 

Handle, of 3/4 inch round steel, ex- 
tends 35-3/4 inches above the hound 
and has a 10 inch crosspiece. 

Standard with Pneumatic Wheels 
but also available from stock with Vul- 
canized Rubber Tired and Semi-Steel 
Wheels. 


SPECIFICATIONS (Inches) 


Figure | Length Platform 










Load 
Wheel 
Axle 


Weight 


Wheels E@. Lb. 


Fig. O-1960 — All Steel Metal Truck 


FIFTH WHEEL STEER 


Steel deck platform trucks used in 
sheet mills and foundries or wherever 
hot metals are handled. 











CONSTRUCTION: 

Angle iron frame and steel deck 
welded into integral structure. Rounded 
corners. 

Handle, of 7/8 inch diameter steel, 






For Load Ratings, see Page 3. 
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extends 39 inches from the hound and 
has a 7 inch wide hand grip. 

Running gear mounted to deck with 
heavy steel bar supports. 

Regularly furnished with vulcanized 
rubber tired wheels but also available 
with semi-steel and pneumatic rubber 
tired wheels. 


SPECIFICATIONS (Inches) 


Figure | Length Platform | Wheels Wheel 


Number| Overall|Width| Length] Height} Rear | 


2x 212 [ria sa] 395 









Load 
Weight 
Ea. Lb. 


Front Axle 











Type S-4681 — Factory Trucks 


Ti! SIYLE 

All wood tilt-style platform trucks 
that are very popular in furniture 
plants, woodworking plants, lumber 
mills, factories and textile mills for the 
movement of parts, material and un- 
finished goods through the manufac- 
turing or production departments. 


CONSTRUCTION: 
Seasoned oak deck that overhangs 
Length 


Figure 
Number | Overall 


SPECIFICATIONS (Inches) 


Platform 


width 
pa [4 | 30 fizx2[sxi5@] 1 
p48 [a [30 ‘fi2xa[sxis@l 1 | tai 
eo | ia} 30 fiex2 [5x15] 1 
[60 [14 [30 fi2xafsxisel 1 















the sturdy oak frame. Regularly fur- 
nished with four removable wood 
stakes set in steel stake pockets. 

Large diameter center load wheels 
and “Lockweld” Steel, Single Ball 
Race, Swivel Casters complete the 
running gear. Wheels are standard 
Semi-Steel Plain Bearing unless other- 


wise specified. 
Weight 
Ea. Lb 


C141 





Height 
Rack 
Above 

Platform 






















Type Q-5681 — All Wood Platform Trucks 


NON-TILT STYLE 


A lightweight platform truck with 
excellent load capacity. An ideal unit 
for wholesale groceries, warehouses, 
factories and similar installations. 


CONSTRUCTION: 


Seasoned oak deck that overhangs 


Figure 
Number | Overall 










Fig. 390 — Freight House Truck 


For extra heavy-duty service. 


As a Freight House truck this is 
unsurpassed. Its rugged construction 
and easy running characteristics appeal 
strongly to warehousemen. 

The heavy oak platform is sup- 


SPECIFICATIONS (Inches) 
Height 


Above 
Platform 


SPECIFICATIONS (Inches) 


the sturdy oak frame. Standard with 
one offset pipe handle. 

Large size load wheels and ‘“‘Lock- 
weld” Steel, Double Ball Race, Swivel 
Casters comprise the running gear. 


















Rack Load 
Wheel 


Axle 












ported by cross sills mortised into side 
rails. Axle rests on heavy longitudinal 
oak bolsters. Caster supports are steel. 
Large diameter, wide tread whéels for 
maximum load capacity. 























andl Pe | 
Handle 
Wivaye Wheels 






Front 


For Load Ratings, see Page 3. 
All Fairbanks Trucks are standard with “Guaranteed” Vulcanized Rubber Tired Wheels unless otherwise specified. 33 
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Fairbanks 


Malleable Iron Dollies 


RIGID WHEEL STYLE 


Unequaled values on a strength—to 
weight—to capacity basis, these Dollies 
will absorb the shocks of heavy bulky 
loads such as shipping crates and ma- 
chinery handled by warehousemen, 
stevedores, truckers and riggers. Fig. 
No. L-1191 has a one ton capacity. 


CONSTRUCTION: 

Malleable Iron—One Piece—Cast 
Frame spiked on the top surface to pre- 
vent loads from slipping. 


SPECIFICATIONS (Inches) 





Figure Wheel Weight 
Number Width Length Height Wheels Axles Li. 






Malleable Iron Dollies 


TILT STYLE 


Heavy duty—extremely maneuverable— 
easy to load dollies. Made with a tilt 
type construction that allows the dolly 
to be turned completely around in its 
own length and easily guided. Side 
skids permit one man to load the dolly 
with a minimum of effort. Particularly 
adaptable to handling large bulky round 
objects such as barrels, drums and rolls 
of paper. 


CONSTRUCTION: 

Malleable iron side frame, curved 
to cradle the load, mounted on heavy 
steel axles. 

Regularly furnished with roller bear- 
ing steel wheels. 


SPECIFICATIONS (Inches) 












Figure Center 
Number Width Length Height Load 
440-1 17-1/4 22-3/4 3-1/2 2-3/4 2-1/2 
440-2 20-1/2 3-1/2 2-3/4 2-1/2 


439-3 30-1/2 6-1/2 5-7/8 5-5/8 





Weight 
FaA.. L.5. 


For Load Ratings, see Page 3. 














) 

Fig. T-1114-3 

| 3"” Double Ball Race 
Fig. T-1114-4 
4"’ Double Ball Race 
Seasoned oak frame. All 


construction. 





Fig. T-1116-3 
3” Single Ball Race 
Fig. T-1116-4 

4" Double Ball Race 


Seasoned oak _ frame. 


construction. 








For Load Ratings, see Page 3. 





bolted 





Bolted 


Dollies — Wood and Steel 


“LOCKWELD” STEEL DOUBLE BALL RACE SWIVEL CASTERS 


Maneuverability is the commanding 
feature of these Fairbanks Dollies— 
equipped with Series “23” “Lock- 


weld”? Steel Double Ball Race Swivel 
Casters—that are generally used for 
handling bulky items. 





Fig. S-1114 
Rigid angle iron, all welded frame. 4’’ 
Double Ball Race Casters. 


Furniture Dollies 





Fig. T-1117-3 

3”’ Single Ball Race 

Fig. T-1117-4 

4”" Double Ball Race 

Protective carpeting over seasoned oak 
frame safeguards finish on furniture, 
appliances, etc. 


Fig. T-1125-3 

3’’ Double Ball Race 

Fig. T-1125-4 

4’" Double Ball Race 

Contoured side frames provide com- 
fortable handgrip. Seasoned oak frame 
with bolted construction. 





K-1122-3 

3”’ Double Ball Race 

K-1122-4 

4’" Double Ball Race 

Triangular seasoned oak frame with 
steel plates at corners. Bolted 
construction. | 


SPECIFICATIONS (Inches) 


Figure 
Number Length 


T-1114-3 























Height 


- 16 Pa 5-3/4 23-3 3 x 1-1/4 20 
T-1114-4 16 2y. 6-3/4 L23-4 4x 1-1/4 22 
T-1116-3 18 30 5-1/4 21-3 3 x 1-1/4 12 
T-1116-4 18 30 6-1/2 L23-4 4x 1-1/4 14 
T-1117-3 18 30 5-1/4 21-3 3 x 1-1/4 13 
T-1117-4 18 30 6-1/2 L23-4 4x 1-1/4 iS 
K-1122-3 24 24 5 23-3 3 x 1-1/4 12 
K-1122-4 24 24 6 L23-4 4x 1-1/4 14 
T-1125-3 16 24 6- 23-3 3x 1-1/4 16 
T-1125-4 16 24 7 L23-4 4x 1-1/4 18 





Caster 
Number 


Weight 
Ed..Lb 
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Fairbanks 


CASTERS 
& WHEELS 


_ i ¥ | bing 
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Series “‘21”’ Series “33” Series‘‘23” 
Single Ball Race Rigid Caster Double Ball Race 
Swivel Caster Swivel Caster 





Series ‘‘24”’ Series ‘‘03”’ Scaffold Series ‘‘03” 
Double Ball Race Swivel Double Ball Race Swivel “‘L ockweld”’ Safety Scaffold Double Ball Race Swivel 
Caster with ‘‘Hi-Cap’’ Wheel Caster with thread guards Caster (Patented) Caster with foot brake 
(Patented) di 





““CB’’ Series Series “*S11-03”’ Series ‘*25”’ Series ‘‘800”’ 





Combination Wheel Brake Stem Caster Double Ball Race POLYURETHANE Wheel 
and Swivel Lock Caster Swivel Caster with 
““V/"" Groove Wheel 





Series “310” Ductile Textile Series “500” 


“TITANITE” Hard High-Tensile Ductile ‘“‘Lockweld”’ Textile Caster Vulcanized Rubber 
Tread Wheel lron Wheel Tired Wheel 


Complete descriptions and specifications contained in separate 
catalog. Available on request. 








Series ‘‘700” ( 


“‘Lamilon’’ Nylon 
Reinforced All-Plastic 
Wheel (Patented) 


36 








EEE ee 





The trucks shown in this Catalog are standard stock items. 
In addition we are able to furnish non-standard trucks to your 


specifications. 


Our sales force will be happy to evaluate your needs and suggest the 


proper design to help solve your handling problems. 
We welcome your inquiries for special two-wheel and platform trucks and 
dollies. 
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Fairbanks 

“| OCKWELD’’ CASTERS 

Fairbank’s exclusive ‘‘Lockweld”’ 


construction and spherical leg design 
give greater strength—size for size. 
GUARANTEED against separation 
(automatic replacement) unless 

the force exceeds the strength 

of the metal itself. 


Fairbamks 
RUBBER TIRED WHEELS 


The adhesion in every 

Fairbanks Rubber Tired Wheel 

is tested twice and GUARANTEED 
PERMANENTLY! Automatic 
replacement if tread ever separates 
due to poor adhesion. 





